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ABSTRAK

Teknologi 3G merupakan salah satu teknologi yang banyak dipakai oleh
masyarakat saat ini. Kebutuhan yang tinggi membuat munculnya berbagai penelitian
untuk meningkatkan kinerja jaringan 3G dalam melayani kebutuhan masyarakat. Pada
penelitian ini, dilakukan perancangan antena mikrostrip circular linear array yang
bekerja pada frekuensi uplink jaringan 3G untuk aplikasi repeater dengan
menggunakan substrat FR4 yang memiliki konstanta dielektrik 4.4. Antena dirancang
menggunakan simulator HFSS (High Frequency Structural Simulator) versi 13.0.
Secara umum, tahapan perancangan terdiri dari perancangan antena elemen tunggal,
perancangan antena dua elemen, dan perancangan antena empat linear array. Hasil
simulasi pada perancangan antena memiliki dimensi sebesar 21.066 cm x 8.424 cm x
0.16 cm. Bandwidth yang diperoleh dari nilai return loss ≤ -10 dB sebesar 110.8 MHz
dengan rentang frekuensi kerja 2074.9 MHz – 2185.7 MHz. Gain yang diperoleh dari
hasil simulasi 4.4 dB pada frekuensi 2110 MHz dan 3.8 dB pada frekuensi 2170 MHz.
Gain masimum yang didapatkan 4,6 dB pada frekuensi 2130 MHz.

Kata Kunci – Antena Mikrostrip Linear Array, 3G, Return Loss, Pola Radiasi, Gain.
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ABSTRACT

3G technology is one technology that is widely used in today's society. High
demand makes the emergence of various studies to improve the performance of the 3G
network in serving the needs of society. This study is to design a linear array of circular
microstrip antenna that works on 3G network uplink frequency for repeater
applications using FR4 substrate which has a dielectric constant of 4.4. Antennas
designed using simulator HFSS (High Frequency Structural Simulator) version 13.0.
In general, the design stage consists of the design of one element antenna, two elements
antenna, and four linear array elements antenna. Simulation results on the design of
the antenna has dimensions of 21.066 cm x 8.424 cm x 0.16 cm. Bandwidth derived
from the value of the return loss ≤ -10 dB at 110.8 MHz to operating frequency range
2074.9 MHz – 2185.7 MHz. The gain obtained from the simulation 4.4 dB at a
frequency of 2110 MHz and 3.8 dB at a frequency of 2170 MHz. The gain obtained
masimum 4.6 dB at a frequency of 2130 MHz.
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