
 

 

DAFTAR PUSTAKA 

[1] L. R. Higgins and R. K. Mobley, Maintenance Engineering Handbook, 

Sixth. McGraw-Hill, 2001. 

[2] D. Tran Anh, K. Dabrowski, and K. Skrzypek, “The Predictive Maintenance 

Concept in the Maintenance Department of the ‘industry 4.0’ Production 

Enterprise,” Found. Manag., vol. 10, no. 1, pp. 283–292, Dec. 2018, doi: 

10.2478/fman-2018-0022. 

[3] V. Meyer, Z. Wickern, and H. Rhein-Waal, “Challenges and Reliability of 

Predictive Maintenance”, doi: 10.13140/RG.2.2.35379.89129. 

[4] B. Bhushan, Introduction to tribology, 2nd ed. Ohio: Wiley-VCH, 2013. 

[5] M. M. Khonsari and E. R. Booser, “Applied Tribology: Bearing Design and 

Lubrication, 3rd Edition,” 2017. 

[6] B. J. Hamrock, S. R. Schmid, and B. O. Jacobson, Fundamentals of fluid film 

lubrication. Marcel Dekker, 2004. 

[7] T. Mang and W. Dresel, Lubricants and lubrication. Wiley-VCH, 2007. 

[8] Q. J. Wang and Y.-W. Chung, Encyclopedia of Tribology. Evanston, 2013. 

[9] G. E. Totten and R. W. Bruce, Handbook of lubrication and tribology. CRC 

Press, 2006. 

[10] Q. J. Wang, Encyclopedia of Tribology. Springer US, 2013. doi: 

10.1007/978-0-387-92897-5. 

[11] J. C. J. Bart, E. Gucciardi, and S. Cavallaro, Biolubricants Science and 

technology. Philadelphia: Woodhead Publishing, 2013. 

[12] K. C. Ludema, Friction, wear, lubrication : a textbook in tribology. CRC 

Press, 1996. 

[13] I. M. Hutchings and P. Shipway, Tribology : friction and wear of engineering 

materials.  

[14] R. M. Hady, Minyak Kelapa Sebagai Bahan Pelumas Terhadap Keausan 



 

 

Pada Alat Uji Pin - On Disc. Padang: Jurusan Teknik Mesin Universitas 

Andalas, 2022. 

[15] Sugiyono, “Statistika Untuk Penelitian,” vol. 12. ALFABETA, Bandung, pp. 

1–415, 2007. 

[16] E. R. Williams and G. M. Clarke, “Statistics and Experimental Design.,” 

Biometrics, vol. 37, no. 2, p. 419, 1981, doi: 10.2307/2530439. 

[17] G. W. Oehlert, A first course in design and analysis of experiments. W.H. 

Freeman, 2000. 

[18] J. Antony, “Design of Experiments for Engineers and Scientists,” 

Burlington, 2003. 

[19] A. K. Flock, D. R. Guildenbecher, J. Chen, P. E. Sojka, and H. J. Bauer, 

“Experimental statistics of droplet trajectory and air flow during 

aerodynamic fragmentation of liquid drops,” Int. J. Multiph. Flow, vol. 47, 

pp. 37–49, Dec. 2012, doi: 10.1016/j.ijmultiphaseflow.2012.06.008. 

[20] “Product Data Castrol Alphasyn HTX Range High Temperature Synthetic 

Gear Lubricant.” [Online]. Available: www.castrol.com/industrial 

[21] “Product-I N F O R M A T I O N RENOLIN CLP Heavy Duty Industrial 

Gear Lubricants.” 

[22] P. K. Bandyopadhyay, R. B. Choudhary, and C. Mandal, “Application of Oil 

Condition Monitoring Techniques for Improving Critical Equipment 

Availability in Steel Plant,” vol. 2, pp. 37–41, 2017, doi: 10.2474/trol.12.37. 

[23] T. Kotak, R. Gigi, M. Bubut, and V. Maximat, “Uji Pemakaian Pelumas 

Mesran SAE 40 Pada Sistim,” vol. 2, pp. 978–980, 2012. 

 


